
11-09 

21 05 11 - 1 

SECTION 21 05 11 
COMMON WORK RESULTS FOR FIRE SUPPRESSION 

 
PART 1 - GENERAL  

1.1 DESCRIPTION  

A. The requirements of this Section apply to all se ctions of Division 21.  

B. Definitions: 

1. Exposed: Piping and equipment exposed to view in  finished rooms.  

2. Option or optional: Contractor's choice of an al ternate material or 

method.  

1.2 RELATED WORK  

A.  Section 01 00 00, GENERAL REQUIREMENTS. 

B.  Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES. 

C.  Excavation and Backfill: Section 31 20 00, EARTH MO VING.  

D. Concrete and Grout: Section 03 30 00, CAST-IN-PL ACE CONCRETE.  

E. Building Components for Attachment of Hangers: S ection 05 31 00, STEEL 

DECKING. 

F. Section 05 50 00, METAL FABRICATIONS.  

G. Section 07 84 00, FIRESTOPPING.  

H. Flashing for Wall and Roof Penetrations: Section  07 60 00, FLASHING AND 

SHEET METAL.  

I. Section 07 92 00, JOINT SEALANTS.  

J. Section 09 91 00, PAINTING. 

K. Section 13 05 41, SEISMIC RESTRAINT REQUIREMENTS  FOR NON-STRUCTURAL 

COMPONENTS 

L. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL IN STALLATIONS 

1.3 QUALITY ASSURANCE  

A. Products Criteria: 

1. Standard Products: Material and equipment shall be the standard 

products of a manufacturer regularly engaged in the  manufacture of 

the products for at least 3 years. See other specif ication sections 

for any exceptions. 

2. Equipment Service: Products shall be supported b y a service 

organization which maintains a complete inventory o f repair parts and 

is located reasonably close to the site. 

3. Multiple Units: When two or more units of materi als or equipment of 

the same type or class are required, these units sh all be products of 

one manufacturer. 

4. Assembled Units: Manufacturers of equipment asse mblies, which use 

components made by others, assume complete responsi bility for the 

final assembled product. 
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5. Nameplates: Nameplate bearing manufacturer's nam e or identifiable 

trademark shall be securely affixed in a conspicuou s place on 

equipment, or name or trademark cast integrally wit h equipment, 

stamped or otherwise permanently marked on each ite m of equipment. 

6. Asbestos products or equipment or materials cont aining asbestos shall 

not be used. 

B. Manufacturer's Recommendations: Where installati on procedures or any 

part thereof are required to be in accordance with the recommendations 

of the manufacturer of the material being installed , printed copies of 

these recommendations shall be furnished to the Res ident Engineer prior 

to installation. Installation of the item will not be allowed to proceed 

until the recommendations are received. Failure to furnish these 

recommendations can be cause for rejection of the m aterial.  

C. Guaranty: In GENERAL CONDITIONS. 

D. Extended Guarantee Period Services:  

1. Qualifications: All service technicians assigned  to perform work 

under this contract shall be qualified and factory trained by the 

Original Equipment Manufacturer (O.E.M.). Each tech nician shall have 

at least three years experience of working on compa rable systems and 

shall be a full time employee of the contractor. Th e contractor shall 

furnish, for the Department of Veterans Affairs (VA ) review and 

approval, resumes of all service technicians schedu led to service the 

equipment and systems. The resume shall include det ails of 

experience, training, and educational qualification s and performance 

evaluations. 

2. Replacement Parts: The contractor shall be equip ped with all 

replacement parts of all equipment and systems to b e serviced and the 

manufacturer's standard service and repair procedur es. All 

replacement parts shall be brand new and of current  design. The 

replacement parts shall be O.E.M. items. Obsolete o r refurbished 

parts are unacceptable. "Approved Equal" parts must  have prior 

approval of the Contracting Officer. Contractor sha ll furnish 

evidence of guaranteed supply of parts for the life  of the system. 

3. Service Supplies: The services shall include, wi thout any additional 

cost to the government, all replacement parts, spec ial tools and 

equipment, and consumable materials, that is, lubri cation oil, 

grease, and cleaning materials, as required. The re quirement of UL 

listing, where applicable, shall not be voided by a ny replacement 

parts, components, software, or modifications provi ded by the 

contractor. 
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4. Scheduled and Emergency Call Service: The servic e shall include a 

scheduled monthly visit to perform systematic exami nation of 

equipment and/or systems and a 7 day, 24 hours call  back service for 

emergency service. The emergency service is defined  as a situation 

created by a breakdown or malfunction of any equipm ent or system 

warranting urgent attention. A qualified service re presentative shall 

respond to the VA request for emergency service wit hin two hours and 

assess the problem either by telephone or remote di agnostic 

capability. If the emergency situation cannot be re ctified by the VA 

personnel, on site emergency service shall be provi ded by sending a 

qualified service representative within 24 hours. F or the rural 

locations of the VA medical centers, situated over 200 miles from the 

contractor's established service depot, the maximum  response time of 

48 hours shall be acceptable. The emergency service  shall be limited 

to adjustments and repairs specifically required to  protect the 

safety of the equipment for which the emergency ser vice was required 

to be performed. 

5. Licensing: The contractor shall be licensed to p erform the contracted 

services. The contractor shall furnish details of a ll applicable 

local and state licensing requirements to VA as a p art of the 

qualification requirements. The licenses shall be c urrent, valid 

through the term of the contract and in the name of  the contractor. 

6. Documentation Requirements: The contractor shall  maintain a separate 

log for each item of equipment and each system cove red under the 

extended guarantee period service contract with the  VA Medical Center 

(VAMC) Engineering Service. The log shall list date s and times of all 

scheduled and emergency calls. Each emergency call shall be described 

with details of the nature and causes of emergency,  steps taken to 

rectify the situations, and specific recommendation s to avoid such 

conditions in the future. 

7. Reports: The contractor shall provide a quarterl y report for the 

first year and twice a year for the remainder of th e guarantee period 

for all equipment and systems serviced under the ex tended guarantee 

period contract. The report shall clearly and conci sely describe the 

services rendered, parts replaced, and repairs perf ormed. The report 

shall prescribe anticipated future needs of the equ ipment and systems 

for preventive and predictive maintenance. 
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8. Quality Program: The contractor shall provide a description of the 

quality management and control program. The descrip tion shall include 

a tangible proof the existence of such program, nam es of at least 

three customers who have participated in the progra m, and specific 

information showing the applicability of program to  the project. 

9. Training: During each scheduled service visit, t he contractor shall 

actively involve the VAMC maintenance personnel in performing 

scheduled service and associated activities. The pr actical training 

during the scheduled service visits shall include p arting oral and 

written instructions, for each specific task of the  servicing 

contract, to the VAMC maintenance personnel who sha ll operate the 

hardware and software in accordance with the intent  of the design and 

under direct supervision of the service contractor' s qualified 

service technician. At the end of the first year of  the service 

contract, the contractor shall obtain a certificate  from the VAMC 

Engineering Service confirming completion of traini ng to the 

authorized VA representatives. 

10. Classroom Training: Provide list and costs of a vailable classroom 

training courses offered by contractor or O.E.M.  

E. Supports for sprinkler piping shall be in confor mance with NFPA 13. 

F. Supports for standpipe shall be in conformance w ith NFPA 14.  

1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP  DRAWINGS, PRODUCT DATA, 

AND SAMPLES.  

B. Manufacturer's Literature and Data: Submit under  the pertinent section 

rather than under this section.  

1. Equipment and materials identification.  

2. Fire-stopping materials.  

3. Hangers, inserts, supports and bracing. Provide load calculations for 

variable spring and constant support hangers.  

4. Wall, floor, and ceiling plates.  

C. Coordination Drawings: Provide detailed layout d rawings of all piping 

systems. Provide details of the following.  

1. Mechanical equipment rooms.  

2. Interstitial space. 

3. Hangers, inserts, supports, and bracing.  

4. Pipe sleeves.  

5. Equipment penetrations of floors, walls, ceiling s, or roofs.  
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D. Maintenance Data and Operating Instructions:  

1. Maintenance and operating manuals in accordance with Section 01 00 

00, GENERAL REQUIREMENTS, Article, INSTRUCTIONS, fo r systems and 

equipment.  

2. Provide a listing of recommended replacement par ts for keeping in 

stock supply, including sources of supply, for equi pment. Include in 

the listing belts for equipment.  

1.5 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of thi s specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only.  

B. American Society for Testing and Materials (ASTM ):  

A36/A36M-2001...........Carbon Structural Steel 

A575-96.................Steel Bars, Carbon, Merchan t Quality, M-Grades R 

(2002) 

E84-2003................Standard Test Method for Bu rning Characteristics 

of Building Materials  

E119-2000...............Standard Test Method for Fi re Tests of Building 

Construction and Materials  

C. National Fire Protection Association (NFPA):  

90A-96..................Installation of Air Conditi oning and Ventilating 

Systems  

101-97..................Life Safety Code  

 

PART 2 - PRODUCTS  

2.1 LIFTING ATTACHMENTS  

A. Provide equipment with suitable lifting attachme nts to enable equipment 

to be lifted in its normal position. Lifting attach ments shall withstand 

any handling conditions that might be encountered, without bending or 

distortion of shape, such as rapid lowering and bra king of load. 

2.2 EQUIPMENT AND MATERIALS IDENTIFICATION  

A. Use symbols, nomenclature and equipment numbers specified, shown on the 

drawings and shown in the maintenance manuals. In a ddition, provide bar 

code identification nameplate for all equipment whi ch will allow the 

equipment identification code to be scanned into th e system for 

maintenance and inventory tracking. Identification for piping is 

specified in Section 09 91 00, PAINTING.  
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B. Interior (Indoor) Equipment: Engraved nameplates , with letters not less 

than 3/16-inch high of brass with black-filled lett ers, or rigid black 

plastic with white letters specified in Section 09 91 00, PAINTING 

permanently fastened to the equipment. Identify uni t components such as 

coils, filters, fans, etc.  

C. Exterior (Outdoor) Equipment: Brass nameplates, with engraved black 

filled letters, not less than 3/16-inch high rivete d or bolted to the 

equipment.  

D. Control Items: Label all temperature and humidit y sensors, controllers 

and control dampers. Identify and label each item a s they appear on the 

control diagrams.  

E. Valve Tags and Lists:  

1. Valve tags: Engraved black filled numbers and le tters not less than 

1/2-inch high for number designation, and not less than 1/4-inch for 

service designation on 19 gage 1-1/2-inches round b rass disc, 

attached with brass "S" hook or brass chain.  

2. Valve lists: Typed or printed plastic coated car d(s), sized 8-1/2-

inches by 11-inches showing tag number, valve funct ion and area of 

control, for each service or system. Punch sheets f or a 3-ring 

notebook. 

3. Provide detailed plan for each floor of the buil ding indicating the 

location and valve number for each valve. Identify location of each 

valve with a color coded thumb tack in ceiling. 

2.3 FIRESTOPPING  

A. Section 07 84 00, FIRESTOPPING specifies an effe ctive barrier against 

the spread of fire, smoke and gases where penetrati ons occur for piping.  

2.4 GALVANIZED REPAIR COMPOUND 

A. Mil. Spec. DOD-P-21035B, paint form.  

2.5 PIPE PENETRATIONS 

A. Install sleeves during construction for other th an blocked out floor 

openings for risers in mechanical bays.  

B. To prevent accidental liquid spills from passing  to a lower level, 

provide the following:  

1. For sleeves: Extend sleeve 1-inch above finished  floor and provide 

sealant for watertight joint.  

2. For blocked out floor openings: Provide 1-1/2 in ch angle set in 

silicone adhesive around opening.  

3. For drilled penetrations: Provide 1-1/2 inch ang le ring or square set 

in silicone adhesive around penetration.  
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C. Penetrations are not allowed through beams or ri bs, but may be installed 

in concrete beam flanges. Any deviation from this r equirement must 

receive prior approval of Resident Engineer.  

D. Sheet Metal, Plastic, or Moisture-resistant Fibe r Sleeves: Provide for 

pipe passing through floors, interior walls, and pa rtitions, unless 

brass or steel pipe sleeves are specifically called  for below. 

E. Cast Iron or Zinc Coated Pipe Sleeves: Provide f or pipe passing through 

exterior walls below grade. Make space between slee ve and pipe 

watertight with a modular or link rubber seal. Seal  shall be applied at 

both ends of sleeve.  

F. Galvanized Steel or an alternate Black Iron Pipe  with asphalt coating 

Sleeves: Provide for pipe passing through concrete beam flanges, except 

where brass pipe sleeves are called for. Provide sl eeve for pipe passing 

through floor of mechanical rooms, laundry work roo ms, and animal rooms 

above basement. Except in mechanical rooms, connect  sleeve with floor 

plate.  

G. Brass Pipe Sleeves: Provide for pipe passing thr ough quarry tile, 

terrazzo or ceramic tile floors. Connect sleeve wit h floor plate.  

H. Sleeves are not required for wall hydrants for f ire department 

connections or in drywall construction.  

I. Sleeve Clearance: Sleeve through floors, walls, partitions, and beam 

flanges shall be one inch greater in diameter than external diameter of 

pipe. Sleeve for pipe with insulation shall be larg e enough to 

accommodate the insulation. Interior openings shall  be caulked tight 

with fire stopping material and sealant to prevent the spread of fire, 

smoke, and gases.  

J. Sealant and Adhesives: Shall be as specified in Section 07 92 00, JOINT 

SEALANTS.  

2.6 TOOLS AND LUBRICANTS  

A. Furnish, and turn over to the Resident Engineer,  special tools not 

readily available commercially, that are required f or disassembly or 

adjustment of equipment and machinery furnished.  

B. Grease Guns with Attachments for Applicable Fitt ings: One for each type 

of grease required for each motor or other equipmen t.  

C. Tool Containers: Hardwood or metal, permanently identified for in tended 

service and mounted, or located, where directed by the Resident 

Engineer.  

D. Lubricants: A minimum of one quart of oil, and o ne pound of grease, of 

equipment manufacturer's recommended grade and type , in unopened 

containers and properly identified as to use for ea ch different 

application.  
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2.7 WALL, FLOOR AND CEILING PLATES  

A. Material and Type: Chrome plated brass or chrome  plated steel, one piece 

or split type with concealed hinge, with set screw for fastening to 

pipe, or sleeve. Use plates that fit tight around p ipes, cover openings 

around pipes and cover the entire pipe sleeve proje ction.  

B. Thickness: Not less than 3/32-inch for floor pla tes. For wall and 

ceiling plates, not less than 0.025-inch for up to 3-inch pipe, 0.035-

inch for larger pipe.  

C. Locations: Use where pipe penetrates floors, wal ls and ceilings in 

exposed locations, in finished areas only. Use also  where insulation 

ends on exposed water supply pipe drop from overhea d. Provide a 

watertight joint in spaces where brass or steel pip e sleeves are 

specified.  

 

PART 3 - EXECUTION  

3.1 INSTALLATION  

A. Coordinate location of piping, sleeves, inserts,  hangers, and equipment. 

Locate piping, sleeves, inserts, hangers, and equip ment clear of 

windows, doors, openings, light outlets, and other services and 

utilities. Follow manufacturer's published recommen dations for 

installation methods not otherwise specified.  

B. Protection and Cleaning:  

1. Equipment and materials shall be carefully handl ed, properly stored, 

and adequately protected to prevent damage before a nd during 

installation, in accordance with the manufacturer's  recommendations 

and as approved by the Resident Engineer. Damaged o r defective items 

in the opinion of the Resident Engineer shall be re placed.  

2. Protect all finished parts of equipment, such as  shafts and bearings 

where accessible, from rust prior to operation by m eans of protective 

grease coating and wrapping. Close pipe openings wi th caps or plugs 

during installation. Tightly cover and protect equi pment against 

dirt, water, chemical or mechanical injury. At comp letion of all work 

thoroughly exposed materials and equipment.  

C. Concrete and Grout: Use concrete and shrink comp ensating grout 25 MPa 

(3000 psi) minimum, specified in Section 03 30 00, CAST-IN-PLACE 

CONCRETE.  
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D. Install gages, valves, and other devices with du e regard for ease in 

reading or operating and maintaining said devices. Locate and position 

gages to be easily read by operator or staff standi ng on floor or 

walkway provided. Servicing shall not require disma ntling adjacent 

equipment or pipe work.  

E. Work in Existing Building:  

1. Perform as specified in Article, OPERATIONS AND STORAGE AREAS, 

Article, ALTERATIONS, and Article, RESTORATION of t he Section 01 00 

00, GENERAL REQUIREMENTS for relocation of existing  equipment, 

alterations and restoration of existing building(s) .  

2. As specified in Section 01 00 00, GENERAL REQUIR EMENTS, Article, 

OPERATIONS AND STORAGE AREAS, make alterations to e xisting service 

piping at times that will least interfere with norm al operation of 

the facility.  

3. Cut required openings through existing masonry a nd reinforced 

concrete using diamond core drills. Use of pneumati c hammer type 

drills, impact type electric drills, and hand or ma nual hammer type 

drills, will be permitted only with approval of the  Resident 

Engineer. Locate openings that will least effect st ructural slabs, 

columns, ribs or beams. Refer to the Resident Engin eer for 

determination of proper design for openings through  structural 

sections and opening layouts approval, prior to cut ting or drilling 

into structure. After Resident Engineer's approval,  carefully cut 

opening through construction no larger than absolut ely necessary for 

the required installation.  

F. Switchgear Drip Protection: Every effort shall b e made to eliminate the 

installation of pipe above electrical and telephone  switchgear. If this 

is not possible, encase pipe in a second pipe with a minimum of joints.  

G. Inaccessible Equipment: 

1. Where the Government determines that the Contrac tor has installed 

equipment not conveniently accessible for operation  and maintenance, 

equipment shall be removed and reinstalled or remed ial action 

performed as directed at no additional cost to the Government. 

2. The term "conveniently accessible" is defined as  capable of being 

reached with the use of ladders but there must be e nough clear floor 

space for the ladder, or without climbing or crawli ng under or over 

obstacles such as motors, fans, pumps, belt guards,  transformers, 

high voltage lines, piping, and ductwork. 

3.2 STARTUP AND TEMPORARY OPERATION  

A. Start up equipment as described in equipment spe cifications. Verify that 

vibration is within specified tolerance prior to ex tended operation. 
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Temporary use of equipment is specified in Section 01 00 00, GENERAL 

REQUIREMENTS, Article, TEMPORARY USE OF MECHANICAL AND ELECTRICAL 

EQUIPMENT.  

3.3 OPERATING AND PERFORMANCE TESTS  

A. Prior to the final inspection, perform required tests as specified in 

Section 01 00 00, GENERAL REQUIREMENTS, Article, TE STS and submit the 

test reports and records to the Resident Engineer.  

B. Should evidence of malfunction in any tested sys tem, or piece of 

equipment or component part thereof, occur during o r as a result of 

tests, make proper corrections, repairs or replacem ents, and repeat 

tests at no additional cost to the Government.  

C. When completion of certain work or system occurs  at a time when final 

control settings and adjustments cannot be properly  made to make 

performance tests, then make performance tests for heating systems and 

for cooling systems respectively during first actua l seasonal use of 

respective systems following completion of work.  

3.4 INSTRUCTIONS TO VA PERSONNEL 

A. Provide in accordance with Article, INSTRUCTIONS , of Section 01 00 00, 

GENERAL REQUIREMENTS.  

- - - E N D - - - 


